
TECHNICAL INFORMATION 

 

DURATION: approximately 30-40 minutes 

AUDIENCE: all ages 

STAGE SPACE: 

- a flat, even, hard, smooth surface of 8m X 8m 

- a minimum height of 6m (consult with the company if there is a lower ceiling) 

- 6m X 6m of black linoleum provided by the organization  

- dressing room with mirror, washroom, and chairs 

- van access and parking near the performance space 

- mineral water during setup and strike  

- the presence of a stage manager before, during, and after the performance 

 

ADAPTATION OF THE SPACE 

It is asked that careful attention be given to the venue, as it must be an intimate space for a 

maximum of 250 people, where the audience is seated on three sides of the performance space. 

There must be floor space for the first rows of the audience, with chairs behind, to provide a 

clear view of the performance for the audience. 

If possible, semicircular risers are recommended for the best viewing of the show. 

 

TIME REQUIRED BEFORE PERFORMANCE 

The company asks to be at the venue a minimum of 5 hours before the performance for the 

stage setup, lighting and sound checks, warmup and preparation of the artists. 

The company appreciates being able to set up the day before or the morning of the 

performance. Please contact the company if this is not possible. 

 

SETUP AND STRIKE OF THE STRUCTURE 

- flat, smooth floor 

- surface of 8 X 8m 

Setup Options: 

1. With a boom truck (crane that can lift 300kg of weight) provided by the organization, as well 

as 2 people to help with setup for 1 hour. 



2. If a boom truck is not available, the organization must provide 8 people for 40 minutes to set 

up and take down the structure. If this is not possible, the price of the show will increase €200. 

- Setup time: approximately 3 hours (not including artists’ warmup, sound check, or lighting 

check) 

- Strike time: approximately 2 hours, around 20 minutes after the end of the show 

One person is needed to help the artist unload the material upon arrival and to reload the 

material at the end of the show. 

In the case of two performances on the same day, the setup will be done the day before. 

 

TECHNICAL REQUIREMENTS – SOUND 

-Sound equipment provided by the organization.  

-Expansion according to size and capacity of the square. 

 

-Sound equipment by the organization: standard sound table with computer input.  

TECHNICAL REQUIREMENTS – LIGHTING 

Lighting equipment supplied by the organization. 

The specific requirements are still to be determined; included are the basic requirements that 

may be modified as the creation advances: 

- Basic lighting at a minimum height of 6m 

- Front and back lighting with two atmospheres and one general. 

Front:  

2 PAR of 1000w  

2 PC of 1000w CTO (with filter hold) 

2 PC of 1000w CTB (with filter hold) 

2 PAR LED (with floor stand) 

Back:  

2 PC of 1000w CTO (with filter hold) 

2 PC of 1000w CTB (with filter hold) 

2 PAR LED (with with floor stand) 

(The PCs may be substituted with PARs 64 with light no. 5) 

 

 


